
KaPPa & SaMPLE 
SMaLL PROdutciOn - Ht ROPE dYEing MacHinE 

THINK BEFORE YOU PRINTTHINK BEFORE YOU PRINT

Eng/POR

MCS_kappa_&_sample_en_xx.qxp_sample  14/05/25  12:26  Pagina 1



2 Bergamo | italy | mcstextile.it

OuR HiStORY 

mcsgroup.it 
Bergamo - Italy

2023 ITMA - Milan 
MCS exhibits: 
  • Multiwash-M, 
  • Comby Jigger-C4, 
  • Chronoflow, 
  • Softflow-18 
 
2019 ITMA - Barcellona 
MCS exhibits: 
  • Lavaprint Next, 
  • Dynamica Sprint, 
  • Mini Jigger 98, 
 
MCS presents: 
  • C4 Comby Jigger 143; 
  •   Softflow 18-HT. 
 
2017 
MCS presents: 
  • Mini Jigger 98. 
 
2015 ITMA - Milan 
MCS exhibits: 
  • Multiwash, 
  • Dynamica Sprint, 
  • Starwash FS, 
  • Termopowder XP, 
  • Texmanager XP, 
  • Termochem XP. 
 
2014 ITMA - Shanghai 
MCS exhibits: 
  • Starwash Fast Scouring. 
 
2013 
MCS celebrate their 50 th 
anniversary  

1979 ITMA - Hannover 
MCS exhibits: 
  • Jet HT, 
  • Overflow MO/80 LT,  
  • MRS65. 
 
1974 
MCS begins the design and 
development of the open 
width lines. 
 
1971 ITMA - Paris 
MCS exhibits: 
MCS exhibits the first low 
temperature jet model. 
 
1968 
Europizzi begins its activity 
 
1967 
MCS manufactures the first 
low temperature rope dyeing 
machine. 
 
1964 
MCS begins its activity. 
 
1963 
Gino Chiappini, Angelo 
Cagnazzo, founding MCS. 
Gino Chiappini is the Chair-
man of the Board.

1999 ITMA - Paris  
MCS exhibits: 
  • Multiflow, 
  • Softflow 100 Evolution, 
  • Comby jigger electronic. 
 
1995 ITMA - Milan 
MCS exhibits: 
  • Softflow, 
  • Long Horn, 
  • Pumex 
 
1991 ITMA - Hannover 
MCS exhibits: 
  • Tornado Tumbler, 
  • Maxi & Mid jiggers,  
  • Lavaprint. 
 
1987 ITMA - Paris 
MCS exhibits: Pandora. 
 
1983 ITMA - Milan 
MCS exhibits: 
  • Tubular mercerizer MT26,  
  • Softflow-82 LT/HT,  
  • Flow/jet OF83, 
  • Comby Jigger HT, 
• WR rope washing machine. 
 
1980 
Europea activity begins, 
group dyeing and resining 
company. 
 
 
 

2011 ITMA - Barcellona 
MCS exhibits: 
  • Dynamica, 
  • Star Wash, 
  • Comby Jigger, 
  • Supervisor Texmanager. 
 
2009 
MCS presents:   
  • Italica. 
 
2008 
MCS Re-design of all high 
and low temperature Jigger 
models. 
 
2007 ITMA - Munich 
MCS exhibits: 
  • Universal Dyeing, 
  • First Vento, 
  • Tumbler Mistral, 
  • VDA. 
 
2005 IKME – Milan 
MCS exhibits: 
  • Universal Dyeng, VDA. 
 
2003 ITMA – Birmingham 
MCS exhibits: 
  • Multiflow Superior, 
  • Ecoturbo Beam Dyeing 

Machine. 
 
2000 
MCS acquires 100% of Ter-
moelettronica owner-ship. 
 

MCS spa, since 1963, develops, manufactures and installs 
discontinuos dyeing machines and washing & preparation lines
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ROPE dYEing MacHinE HiStORY 
1967 ITMA - Paris: MCS exhibits: the first low temperature jet model. 
1979 ITMA - Hannover: MCS exhibits JET-HT and OVERFLOW MO/80 LT 
1983 ITMA - MIlan: MCS exhibits SOFTFLOW 82 HT and FLO-JET OF83 HT 
1987 ITMA - Paris: MCS exhibits PANDORA HT 
1995 ITMA - Milan: MCS exhibits: SOFTFLOW 100 HT,  LONG HORN HT. 
1999 ITMA - Paris: MCS exhibits: MULTIFLOW HT, SOFTFLOW 100 SUPERIOR HT 
2000 : MCS presents the EUROFLOW LONG 
2003 ITMA - Birmingham: MCS exhibits: MULTIFLOW SUPERIOR. 
2007 ITMA - Monaco: MCS exhibits FIRST HT  
2011 ITMA - Barcelona: MCS exhibits DYNAMICA  HT  
2015 ITMA - Milan: MCS exhibits DYNAMICA  SPRINT HT  
2019 ITMA - Barcelona: MCS presents SOFTFLOW 18 HT, exhibits DYNAMICA  SPRINT HT 
2020 : MCS design the EUROFLOW SPORT 
2023 ITMA Milan: MCS exhibits CHRONOFLOW and SOFTFLOW 18 HT

MCS take advantage of 50 years' experience, which made the 
company a leader in textile machine manufacturing, and realise a 
rope dyeing machine for small production:  KAPPA and SAMPLE.  

Our research in dyeing continues and  developes a combined so-
lution meeting design innovations which brought to a high effi-
ciency machine as far as consumptions are concerned. 

Apart from being guarantee of performance and reliability, it per-
fectly reproduces the processing conditions ofa big-size  produc-
tion machines. 

Kappa and Sample are entirely engineered and built in MCS. 

Each new model is tested and exhibited, in INNOVATIVE BLUE 
AREA integrated in the MCS Group dyeing plant.

HiStÓRia daS MÁQuinaS dE tingiMEntO EM cORda  McS 
1967 ITMA - Paris: MCS expõe o primeiro modelo de jato de baixa temperatura 
1979 ITMA - Hannover: MCS expõe  JET-HT e OVERFLOW MO/80 LT 
1983 ITMA - Milão: MCS expõe  SOFTFLOW 82 HT e FLO-JET OF83 HT 
1987 ITMA - Paris: MCS expõe  PANDORA HT 
1995 ITMA - Milão: MCS expõe SOFTFLOW 100 HT,  LONG HORN HT. 
1999 ITMA - Paris: MCS expõe  MULTIFLOW HT, SOFTFLOW 100 SUPERIOR HT 
2000: MCS apresenta la EUROFLOW LONG 
2003 ITMA - Birmingham: MCS expõe MULTIFLOW SUPERIOR. 
2007 ITMA - Monaco: MCS expõe FIRST HT  
2011 ITMA - Barcelona: MCS expõe DYNAMICA  HT  
2015 ITMA - Milão: MCS expõe DYNAMICA  SPRINT HT  
2019 ITMA - Barcelona: MCS apresenta SOFTFLOW 18 HT, espone DYNAMICA  SPRINT HT 
2020: MCS projeta EUROFLOW SPORT 
2023: ITMA Milão: MCS expõe CHRONOFLOW e SOFTFLOW 18 HT

A MCS desfruta da vantagem de 50 anos de experiência, que torna-
ram a empresa líder mundial no fabrico de maquinaria para a indú-
stria têxtil, com a máquina de tingimento de corda para para 
pequeños lotes: KAPPA e SAMPLE. 

A nossa investigação contínua na área do tingimento combinada 
com soluções de engenharia inovadoras, permitiram desenvolver 
um produto de elevada eficiência energética e que optimiza os pro-
cessos de tingimento. 

Além de garantir um elevado desempenho e fiabilidade, reproduz 
perfeitamente as condições de processamento encontradas nas 
máquinas de grande produção. 

Kappa e Sample são totalmente projetado e construído em MCS. 

Cada novo modelo é testado e exibido em nosso departamento 
de pesquisa e desenvolvimento INNOVATIVE BLUE AREA inte-
grado na planta de tingimento do Grupo MCS. 
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KAPPA is available  
in the configurations 

KNITTING, FURNISHING 
and TERRY TOWELL

Loading [Kg] A [mm] B [mm] C [mm] H [mm]

K25                      25                2380           2030           3180 3300 

K50                      50                2380           2030           3180 3300 

K100                   100               2570           2600           3750 3950

MSt

KAPPA está disponível  
nas configurações 

MALHA, CORTINERIA e TOALLA
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Main fEatuRES
Liquor ratio untill 3,8 + fabric obsortion  

Drain by main pump, mod. MQD 

Nozzles at adjustable section, Hidrovario model 

Multi pump suction with variable speed motor (MCS Patent) 

Micro touch-screen by industrial PC 

Side tank for products, with pneumatic level probe and mixer  

New system of product introduction 

Seam detector/fabric run control 

Continuous level control 

Water liter counter  

Carousel washing system 

Flter in main pump 

System for the reduction/liquor recycling and salt introduction 

Possibility to work in double or multi rope 

 

 

Vertical tank for liquor preparation MST with system for the 
control / management of level (Optional) 

2nd side tank for products, with pneumatic level  probes and mixer 
(Optional) 

Operation panel: Upon Customer's request it is always possible 
to install different brands of controllers (Optional) 

pH-Meter: composed of high temperature probe and reading in-
strument installed in the panel (Optional) 

Steam flow meter: Steam flow meter with system connected to 
the processor microprocessor for steam cycle (Optional) 

Electric consumption meter: connected to the machine micro-
processor for recording the electrical consumption of the cycle 
(Optional) 

Conditioner: Air conditioner with adequate cooling power with 3-
phase power supply (Optional) 

Twins System: Connection machines system (Optional) 

SMaLL PROductiOn - Ht ROPE dYEing MacHinE

KaPPa

LIQUOR RATIO 3,8 + FABRIC ABSORPTION

caRattERiSticaS
Relacão de banho até 1,8 + fator de absorção tecido 

Sistema de drenagem rápida de banho modelo MQD 

Hydrovario, bico de seção variável 

Sistema de circulação multi-sucção (Patente MCS) 

Regulagem totalmente automática com PC industrial 

Tanque de adição completo com misturador e sonda de nível 

Sistema de introdução de produto redesenhado  

Pesquisa de costura e controle de circulação de peças 

Controle de nível contínuo 

Contador de litros de enchimento H20 

Sistema de lavagem de parede de máquina carrossel 

Filtro principal bomba 

Sistema de recirculação e introdução para diluição de sal 

Possibilidade de tingimento em cordas duplas ou múltiplas 

 

Tanque de preparação de banhos MST com sistema de con-
trole e controle de nível (Optional) 

2º tanque de adição de produto completo com misturador e 
sonda de nível (Optional) 

Painel operador: qualquer micro disponível no mercado pode 
ser utilizado (Optional) 

pH-Meter: medidor de pH composto por uma sonda de alta 
temperatura e instrumento de leitura instalado no painel (Op-
tional) 

Medidor de fluxo de vapor: conectado ao microprocessador da 
máquina para registrar o consumo de vapor do ciclo (Optional) 

Medidor de consumo elétrico: conectado ao microprocessador 
da máquina para registrar o consumo de eletricidade do ciclo 
(Optional)  

Ar condicionado: ar condicionado no quadro elétrico com ca-
pacidade de refrigeração adequada com alimentação trifásica 
(Optional) 

Twins System: uso combinado de várias máquinas (Optional) 
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LaBORatORY Ht ROPE dYEing MacHinE

SaMPLE

  Loading [Kg]        A [mm]          B [mm]         H [mm]

      S-10                  10                       2130                1970                2250

  Loading [Kg]        A [mm]          B [mm]         H [mm]

       S-7                     7                        2150                1050                1850

Nozzle at fixed section 
One side tank with pneumatic level probes and mixer 
Micro touch-screen by industrial PC 

Injetor com abertura fixa  
Tanque do produto com sonda de nível pneumática e mixer 
Ajuste automático com PC industrial
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